PVW2350

The high efficiency photovoltaic module
for your most advanced projects
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EDF ENR PWT QUALITY CERTIFICATES

The only French manufacturer of photovoltaic systems and IEC 61215 CE

an acknowledged key player in this market for 30 years, IEC 61730 ISO9001: 2008
EDF ENR PWT has total control of its production, in terms of IEC 61701 : "o

component quality, cost management, competitiveness,

low CO _ emissions, secure supplies and compliance with
schedules. KEY FEATURES

Made in Europe

]Oty bonus in France on feed-in tariffs
© (maximum allowed)

The PW2350 photovoltaic module is the Premium module
of EDF ENR PWT's range. Its positive tolerance, its quality
certificates together with its tempered glass offer high

efficiency for your solar projects. High resistance to snow loads (5400 Pa)
Benefiting from 30 years of EDF ENR PWT's know-how, and Positive power tolerance:
manufactured with 60 cells, this module offers a long term / 0/+5 Wp

high electrical performance.

10 r duct warrant
Thanks to its optimized design, this module perfectly suits years pro 4 .
your projects financial and electrical requirements. 25 years module power output linear warranty
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PW2350

ELECTRICAL CHARACTERISTICS cm——

Typical power w 220 225 230 235 240 245 250

Violtage at typical power W 292 294 296 288 299 30,0 30,
Opnnmrr it voltage 366 367 368 8369 37

Module Conversion efficiency 1837% 140% 143% 13.7% 146% 149% 155%

Maximurm reverse current (IRM) A 15
Temperature coefficient lec = + 0,06 %/°C

Pmax = - 0,42 %/°C

Under Standard Test Conditions : iradiance of 1000 W/m?2,
spactrum AM 1.5 and cells temperature of 25°C

TECHNICAL DRAWINGS
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IECE1215
IECB1701
IECB1730

safety Class Il

PV CYCLE

EDF ENR PWT

Socigté par actions simplifiée with share capital € 37 505 000

315 493 510 RCS Vienne

registred office at 33, rue Saint-Honoré, 38300 BOURGOIN-JALLIEU - France
Phone number; +33(0}4 74 93 80 20 - Fax : +33(0)4 74 93 80 40

For more information, please contact us: www.photowatt.com / info@photowatt.com

MECHANICAL CHARACTERISTICS

156 x 156 mm

Cell size

Front cover AR coating Temperad glass

Operating temperature -40°C & + B5°C

PACKAGING

Module size 1638 x 882 x 40 mm

Packaging size 1700 x 1130 x 1150 mm

WIRING

Solar cables

Section 4 mm#

Photowatt




